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Kit conversione GPL / LPG conversion kit 

1x

3x

1x

1x

1x

2x

DIRECT VENT BOILER FOR EITHER DIRECT VENT IN
STALLATION OR FOR 

INSTALLATION USING IN
DOOR COMBUSTION AIR

Category

Model

Model no.

Converte
d to LPG (P

ropane) w
ith conversion kit

CO2 (m
ax. ra

te/ m
in ra

te)

Min. in
let gas pressure

Max. in
let gas pressure

Manifold pressure

Min. in
put ra

te

Max. in
put ra

te

Output ra
te

Minimum re
lief valve capacity

 %

 in.W
. C

.

 kPa

 kPa

 kW
 kW

 kW

 in.W
. C

.

factory set   -
   n

ot adjustable

 Btu/hr

 Btu/hr

 Btu/hr

All in
dividual combustion chambers of th

is boiler w
ere converte

d on

(day - m
onth - y

ear)

(name and address of organization making this conversion), w
hich accepts

the re
sponsability

 that th
is conversion has been properly made.

to

gas.

By

 kg/hr

 lbs/hr

 

DIRECT VENT BOILER FOR EITHER DIRECT VENT IN
STALLATION OR FOR 

INSTALLATION USING IN
DOOR COMBUSTION AIR

Category

Model

Model no.

Converte
d to LPG (P

ropane) w
ith conversion kit

CO2 (m
ax. ra

te/ m
in ra

te)

Min. in
let gas pressure

Max. in
let gas pressure

Manifold pressure

Min. in
put ra

te

Max. in
put ra

te

Output ra
te

Minimum re
lief valve capacity

 %

 in.W
. C

.

 kPa

 kPa

 kW
 kW

 kW

 in.W
. C

.

factory set   -
   n

ot adjustable

 Btu/hr

 Btu/hr

 Btu/hr

All in
dividual combustion chambers of th

is boiler w
ere converte

d on

(day - m
onth - y

ear)

(name and address of organization making this conversion), w
hich accepts

the re
sponsability

 that th
is conversion has been properly made.

to

gas.

By

 kg/hr

 lbs/hr

 

Cod. 20185234 - 20185235
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Poiché l’Azienda è costantemente impegnata nel continuo perfezionamento di tutta la sua produzione, le caratteristiche estetiche e dimensionali, 
i dati tecnici, gli equipaggiamenti e gli accessori, possono essere soggetti a variazione.

The manufacturer strives to continuously improve all products. Appearance, dimensions, technical specifications, standard equipment and 
accessories are therefore liable to modification without notice.
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E 

7
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Model

Model no.

Converted to LPG (Propane) with conversion kit

CO2 (max. rate/ min rate)

Min. inlet gas pressure

Max. inlet gas pressure

Manifold pressure

Min. input rate

Max. input rate

Output rate

Minimum relief valve capacity

 %
 in.W. C.

 kPa
 kPa

 kW
 kW
 kW

 in.W. C.

factory set   -   not adjustable
 Btu/hr
 Btu/hr

 Btu/hr

All individual combustion chambers of this boiler were converted on

(day - month - year)

(name and address of organization making this conversion), which accepts

the responsability that this conversion has been properly made.

to

gas.

By

 kg/hr
 lbs/hr

8

G H 

Modello / 
Model

GPL / LPG
AR 399 SE AR 500 SE

Par. 98 84 82


